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3. Side Impact Airbags 


(B-3, 4) Along with driver 


and front passenger airbags, 


this vehicle has side 
curtain airbags and 


side front seat airbags. 


4. Code Series K001-N700 Key Blank HO01T5 High Security Track Key. 


5. The opening method will be Technique LS-1. 


Vehicle Opening 
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6. String the cord through the middle 
hole of the tool. Then carefully insert 
the HPC CO73 Lasso into the vehicle 


between the door and frame. 


If necessary lightly lubricate the tool or 
use the HPC AW99 Air Wedge to assist. 


7. When the tool is fully inserted, 
pull the cord to form a lasso and 
lower it over the lock button. 


8. Carefully slide the tool out of the 


vehicle while allowing more string 


into the vehicle. Cords should remain 


lassoed around the lock button. 


9. When the tool is pulled out of the 
vehicle, feed it between the two cords. 
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10. Pull the cord until the knot passes 
through the door frame and tightens 
around the lock button. 


11. While keeping the lasso tight, pull 


the cords up on an angle, lifting the 


button and unlocking the door. 


12. Removing the ignition lock. 
Push downward on tilt and telescoping 
steering wheel lever. Pull out 
and lift up on steering wheel, 
then relock in place. 


13. Remove three Philips (P-2) screws 
on bottom portion of steering column 
shroud. Unsnap top portion of shroud 


and remove both portions. 


Ignition Lock 
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14. Remove two Phillips (P-1) screws from the front 
side of the windshield wiper assembly. 


15. Remove wire harness from the back 
of wiper assembly. 


16. Remove wire harness plug from back 
of wiper assembly. 


17. There are four Phillips (P-1) screws holding the 
transponder assembly to the ignition lock housing. 
Remove 1 top screw of transponder assembly. 


18. Remove one bottom screw. 
19. Remove the last two screws of the transponder 
assembly and slide off assembly. 
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20. You will need to remove one 
roll pin to remove the ignition cylinder. 


21. Drill a 7/64" hole at 1/8" in depth 


at the exact location as pictured 


next to the roll pin. 


22. Remove the roll pin by prying it out 
with a very sharp and harden al. Turn 
key to “On” position to remove lock. 


23. Picture of ignition switch housing 


with cylinder removed. 
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24. To disassemble lock, remove the 


roll pin at driver end of lock. 


25. Remove roll pin and end cap. 


26. Turn core to remove from housing. 


27. Ignition lock core and key. 
Six split wafers are in this lock. 


8 • Automotive Edge 
National Locksmith Automobile Association 


28. Split wafer and springs. 


29. Ignition lock parts. 


30. Ignition lock. 


31. Driver Side Door Lock. 


CCW to Lock/CW to Unlock. 


Driver’s Door Lock 
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32. Door panel removal. 


33. Remove upper mirror 
access panel (2 clips). 


34. Remove cap at pull handle. 


35. Remove two Phillips (P-2) screws. 
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36. Remove rubber insert at armrest/door pull cup. 
37. Remove one Phillips (P-2) screw. 


38. Remove door handle screw access cap at inside of 
door edge. 


39. Remove one Phillips (P-2) screw. 


40. Pull outward (7 clips) and then upward to remove 
door panel to access cable to pull handle. 


41. Carefully pull out on cable end retainer. 
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42. Disconnect cable end 
from handle retainer clip. 


43. Disconnect plugs to power window 
and door lock assembly. 


44. Disconnect plug 
to door panel light. 


45. Carefully pull back on plastic door 
insulation to access door linkage 
and lock. 
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46. View of lock button cable. 


47. Inside view on handle assembly. 


48. Disconnect top portion of outside 
door pull handle. 


49. Follow linkage downward behind 
window track and disconnect linkage 
at door latch. 
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50. From door edge access hole, 
carefully push on linkage clip tab 


to disconnect linkage. 


51. Through access hole, 
remove one of two 10mm bolts. 


52. Remove second 10mm bolt 


and back bracket of door handle. 


53. Pull outward on door handle 
and remove from door. 
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54. View of door handle. 


55. View of door handle. 


56. Move lock assembly over to access 
one Phillips (T-1) screw to remove lock actuator. 


57. Notice alignment marks on 


actuator. This is very important when 


reinstalling assembly. 
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58. Front view of door lock and housing assembly. 
59. Rear view of door lock and housing assembly. 


60. Side view of door lock and housing assembly. 
Notice the tab on plastic linkage clip. 


61. Remove C-clip from rear of door lock. 


62. Remove driver and tension spring 
from rear of door lock. 


63. View of door lock cylinder. Five split wafers 
are in this lock. 
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64. Picture of door lock 
and housing assembly. 


65. Interior Trunk Lock 
and Release Assembly. 


66. Remove snap-in lock access cap. 


67. Remove one Phillips (P-2) screw. 


Trunk Lock 
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68. Side view of trunk lock 


and release assembly. 


69. Pull upward on trunk lock 
trim assembly. 


70. Rear view of lock assembly. 


71. Lock snaps in trim assembly. 
NOTE: Replacement caps are needed 
to take this lock apart. 
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72. Glove Box Lock. 


73. There is adhesive and several 


snap clips holding glove box to door. 


74. Rear Seat Trunk Access Door and Lock. 


75. There is adhesive and several 


snap clips holding glove box to door. 
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76. View of inside trunk latch 


and release. 


77. View of steering wheel 
column and ignition lock. 


78. Front view of vehicle. 
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79. Rear view of vehicle. 


80. Driver side view of vehicle. 


81. Passenger side view of vehicle. 


